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The in-line measurement of bulk solids flow 
is important for product quality, process 
efficiency and system safety. The Thermo 
Scientific Ramsey Granucor solids flow 
measurement system provides continuous, 
real-time flow measurement of free falling 
materials or dense phase, pneumatically 
conveyed bulk solids. Its non-intrusive 
design and software can be used to monitor 
and control the flow in pipes or the flow 
distribution through pipe networks.

Applications
The Ramsey Granucor solids flow 
measurement system is ideal for measuring 
mechanically conveyed plastic pellets  
and pneumatically conveyed solids  
in coal-fired blast furnaces. 

In blast furnaces, the system can be used  
to balance feed among the tuyeres, improving 
blast furnace efficiency, as well as iron  
quality and consistency. It can also be used  
to measure the flow of plastic granules  
in injection molding facilities or pelletizers,  
and to control the flow of various additives.

The Thermo ScientificTM RamseyTM 
Granucor solids flow measurement 
system provides continuous,  
real-time flow measurement of free 
falling materials and dense phase, 
pneumatically conveyed bulk solids.  
It gives you the feedback you need 
to control your process, which allows 
you to increase the efficiency of your 
process, run a safer system, produce 
higher quality products, and improve 
your bottom line.

W E I G H I N G  A N D  M O N I T O R I N G

Thermo Scientific  
Ramsey Granucor
	 Solids flow measurement system

Thermo Scientific 
Ramsey Granucor  
DK13 and DC13

Thermo Scientific  
Ramsey Micro-Tech 9109  
Field Mount

Thermo Scientific Ramsey 
Micro-Tech 9109 Panel Mount
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Capacitance Flow Measurement
A complete Ramsey Granucor solids flow 
measurement system is composed of two 
independent sensors and a correlator/ 
integrator. The Thermo Scientific Ramsey 
DK13 velocity sensor and Thermo Scientific 
Ramsey DC13 concentration sensor operate 
using capacitance technology and are 
designed for direct installation into process 
piping.

The Ramsey DC13 concentration sensor 
measures the change in capacitance with 
material present versus the capacitance of  
an empty pipe. This change in capacitance 
is proportional to material concentration. 
The Ramsey DK13 velocity sensor uses two 

measuring points and a technique known as 
cross-correlation to measure the time it takes 
for the material to travel between the points. 

Both of the sensors’ measurements are 
then output to the Thermo Scientific Ramsey 
Micro-Tech 9109 correlator/integrator, which 
calculates the mass flow rate.

Features and Benefits
•  Easy installation into new or existing 

processes
•  Non-intrusive 
•  No moving parts
•  Sensors are available in sizes ranging 

from DN10 to DN200 (0.5 in to 8.0 in) 
nominal diameter in ANSI or DIN flange 
configurations

•  Unaffected by pressure, temperature  
and vibration

•  Self-diagnostics with fault indication
•  Displays solid mass flow, solids velocity 

and solids concentration

The System Can Measure and Output:
•  Bulk flow rate 
•  Totalized flow
•  Concentration 
•  Velocity

Thermo Scientific Ramsey Granucor  
Solids Flow Measurement System

Thermo Scientific Ramsey 
Granucor DK13 and DC13

Thermo Scientific Ramsey 
Micro-Tech 9109 Field Mount

Thermo Scientific Ramsey 
Micro-Tech 9109 Panel Mount
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10 to 20 x Dia.
(Internal) Inlet Run

5 to 10 x Dia.
(Internal) Outlet Run

521 mm (20.5 in)

DC13

DK13

Solids 
Velocity

Solids 
Concentration

MicroTech 9109
Correlator / Integrator

System

Alarm / Analog
(Flow Rate Velocity 

or Concentration)

Pulsed

Bus

Thermo Scientific Ramsey Granucor DK13 Velocity Sensor
General Specifications

Sensor Size	 DN10 to DN200 (0.5 in to 8.0 in)

Tube Material	 Steel, painted (stainless steel optional)

Fittings	 Flanges, DIN or ANSI 150 lb, small tongue  
	 and groove

Permissible Temperature Range	 In Measuring Tube:  <149°C  (<300°F)  
	 Ambient Temperature:  -20°C to +60°C  
	                                     (-4° to +140°F) 
	 Storage Temperature:   -40°C to +74°C  
	                                     (-40°F to +165°F)

Power Supply	 Must be specified when ordering system 
	 Alternate Current:  110V, 115V, 220V, 230V; 	
	 +15 to -10%, 50/60 Hz 
	 Direct Current:  24 VDC 
	 Power Consumption:  Maximum 4.5 VA

Empty Pipe Capacitance	 Approximately 40 pF

Capacitance in Full Pipe	 Depends on solids

Bandwidth of Output Signal	 Up to 5 kHZ

Solids Loading µ:	 Minimum 5 to 1 (mass ratio solids/gas)

Signal Transmission Cable	 3-wire unshielded, 25 Ω per wire maximum 	
	 resistance, 1000 foot maximum 

Installation Position	 Vertical, with material flow downward,  
	 if possible

Upstream Length	 20 diameters of straight pipe is required

Downstream Length	 10 diameters of straight pipe is required

Approvals	 CSA Approved for Class I Groups B,C,D;  
	 Class II Groups E,F,G; Class III on AC versions

Thermo Scientific Ramsey Granucor DC13 Concentration Sensor
General Specifications

Sensor Size	 DN10 to DN200 (0.5 in to 8.0 in)

Tube Material	 Steel, painted (stainless steel optional)

Fittings	 Flanges, DIN or ANSI 150 lb, small tongue  
	 and groove

Permissible Temperature Range	 In Measuring Tube:  <149°C (<300°F) 
	 Ambient Temperature:  -20°C to +60°C  
	                                     (-4°F to +140°F) 
	 Storage Temperature:  -40°C to +74°C  
	                                     (-40°F to +165°F)

Power Supply	 Must be specified when ordering system 
	 Alternate Current:  110V, 115V, 220V, 230V; 	
	 +15 to -10%, 50/60 Hz 
	 Direct Current:  24 VDC 
	 Power Consumption:  Maximum 4.5 VA

Frequency	 56 to 2600 Hz

Solids Loading µ	 Minimum 5 to 1 (mass ratio solids/gas)

Empty Pipe Capacitance	 Approximately 0.75 pF

Response Time	 <1 second

Signal Transmission Cable	 2-wire unshielded, 25 Ω per wire maximum 	
	 resistance, 1000 foot maximum 

Installation Position	 Vertical, with material flow downward,  
	 if possible

Upstream Length	 20 diameters of straight pipe is required

Downstream Length	 10 diameters of straight pipe is required

Approvals	 CSA Approved for Class I Groups B,C,D;  
	 Class II Groups E,F,G; Class III on AC versions

DC13 and DK13 Application
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Australia
+61 (0) 8 8208 8200
+61 (0) 8 8234 3772 fax

Brazil
+55-11-2367-2192
+55-11-2367-2192 fax

Chile
+56 (0) 2 378 5080
+56 (0) 2 370 1082 fax

China
+86 (0) 80 0810 5118
+86 (0) 21 6445 1101 fax

Germany
+49 (0) 208-824930
+49 (0) 208-852310 fax

India
+91 (20) 6626 7000
+91 (20) 6626 7001 fax

Italy
+39 02-950590-55
+39 02-953200-15 fax

Mexico
+52 (55) 1253 9410
+52 (55) 1253 9424 fax

South Africa
+27 (0) 11-822-4120
+27 (0) 11-822-3982 fax

Spain
+34 (0) 91-484-5965
+34 (0) 91-484-3597 fax

United Kingdom
+44 (14) 4241 3700

United States & Canada
+1 (800) 445-3503
+1 (763) 783-2525 fax
+1 (763) 783-2500 direct

Thermo Fisher Scientific,
Minneapolis, MN USA is ISO Certified.

Thermo Scientific Micro-Tech 9109
General Specifications

Enclosure	 Field mount, NEMA-4X fiberglass, IP66, dust and watertight, 432 mm (17 in) x 360 mm (14 in) x 167 mm (6.6 in)	
	 Panel mount, chromate mid steel chassis, front panel IP65, DIN 43700, 308 mm (12 in) x 102 mm (4 in) x 202 mm (7.9 in)

Temperature	 Operating:  -20ºC to +60ºC (-4ºF to +140ºF) 
	 Storage:   -30ºC to +70ºC (-22ºF to +158ºF)

Power Requirements	 Field mount 100-240 VAC, 50/60 Hz 
	 Panel mount 24 VDC +10%, -15% (user supplied), 24 VDC only, optional AC module available

Display	 77 mm x 58 mm viewable LCD graphic display with status indicator lights for easy reading, continuous backlit  
	 for ease of viewing indoors and outdoors, available menu languages include English, German, Italian and Spanish

Load Cell Excitation	 5 VDC +/-10%, 90 mA

Outputs	 Includes one solid state DC pulse output open collector for pulse output (default) or alarms

Communication	 Standard serial interface RS-232C provides support for modem, RS-485, 2- and 4- wire multi-drop

Communication Protocols	 Modbus RTU, Allen Bradley DF-1, Siemens

Ethernet	 Ethernet/IP and Modbus/TCP

Built-in USB Port	 Configuration and data storage 

Expansion Slots (4)	 Optional boards include 4-20 mA output board, input/output expansion boards, digital or analog input/output boards, 	
	 Profibus or Standard communication board

Ratings	 cCSAus, CE

Ramsey Micro-Tech 9109 Field and Panel Mount

Field Mount Model Panel Mount Model

Panel Mount Cut-Out Size

412 mm
(16.22 in)

432.1 mm
(17.01 in)

92.6 mm
(3.65 in)

102 mm
(4.02 in)

307.6 mm
(12.11 in)

254 mm
(10.00 in)

167.4 mm
(6.59 in)

186 mm
(7.32 in)

202 mm
(7.95 in)

226 mm
(8.90 in)

289 mm
(11.38 in)

192 mm +0.2 -0.0
(7.559 in  +0.0300 -0.0001)

96 mm +0.8 -0.0
(3.78 in  +0.0300 -0.0001)

360.3 mm
(14.18 in)

MICRO-TECH 9109

MICRO-TECH 9109

PI.8033.0814


