
CANTY

 Canty fiber optic lighting systems have been designed to 
provide efficient, high output tungsten-halogen light in a cost 
effective package. Conventional methods of lighting through a 
sight glass are ineffective since a majority of the light is reflected 
off of the sight glass. Canty uses only high quality, flexible fiber 
optic light pipes to fiber-optically guide the light from our light 
source through a sight glass or process connection. The light is 
elliptically focused into the fiber optic light pipe and guided 
through the sight glass, minimizing losses while maximizing your 
tank or vessel lighting!

 50W and 80W lights are available to cover all your 
process requirements

 Weather proof, explosion proof, flameproof, and  IP66 
models are available

 Various models are FM approved, CSA approved and 
approved to ATEX directives.

 Canty offers a variety of power supplies to best suit the 
needs of your application

 Sight glass mount-universal mounting bracket is 
designed to function with any flange mounted sight 
glass. Standard brackets are constructed of aluminum 
or SS. 

 NPT mounting connection - flexible bundle may connect 
to vessel using a 1” NPT threaded connection. Available 
in SS or Hastelloy® or equal or glass wetted materials

 Tri-Clamp®-sanitary vessel connection. Ideal for 
pharmaceutical or food grade applications

 PROCESS TECHNOLOGY
HYL SERIES 80W, 50W Nickel Plated Sanitary Fiber Optic Flex Bundle Lighting Systems

 SPECIFICATIONS 

 HOW IT WORKS

 MOUNTING CONNECTIONS

 Our flexible bundle lighting systems are available with a 
variety of high quality Canty lights and process connections. We 
offer both weather proof and explosion proof / flame proof lights 
with a variety of power supply options and mounting connections 
to meet all of your process needs. 

 Our flexible bundle lighting systems are designed to 
work with any sightglass, whether it’s your existing sight glass or 
a Canty safety Fuseview™ sight glass. We offer many standard 
sight glass mounting connections to easily illuminate one, two or 
three sight glasses using only one Canty light. 

 LIGHTING PACKAGES

 FEATURES

 Nickel Plated Aluminum Light Enclosures 
 Flexible fiber optic light bundle provides a high intensity 

light output
 NEMA 4, IP66, Explosion proof (Class 1, Div. 1, Groups 

B, C & D, Class II, Div. 1, Groups E, F & G) or 
Flameproof Eex d IIC T6 ratings

 Fused glass seal provides a safe, reliable, hermetic seal 
between electronics and the process area

 Various models feature FM, CSA, approval to ATEX 
directives

 Canty lights provide the maximum illumination possible 
 Cool light output - there is no product bake-on 
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Fiber Optic Bundle
  Construction:   Multi-fiber glass bundle
  Exterior:          Crush resistant outer tubing
  Termination:    Stainless steel, .75” diameter
  Configuration:  Single, two or three leg bundles 
                         are available
  Lengths:          12” - 108” lengths are available. 
             Consult factory for additional sizes. 
Lighting Systems

Typical Remote Mounted Light Bundles >= 24” Typical 12” Direct Mount Light Bundle  Models
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Model Recommendation 

50 W - Typical tank diameter 8 ft. [2.4m], max. depth 
 12 ft.[3.7m]
80 W - Typical tank diameter 25 ft. [7.6m], max. depth 
 70 ft.[21.3m]

RIGID MOUNT



     Weather Proof (WP) / IP Lights         Explosion proof (EXP) / 
            Flame proof (FP) Lights 

 Integral Transformer Models. Separate Power Supply Not Required

NL - 50 W, 120V AC input direct to light.  NC - 50 W, 120V AC input direct to light.  
       WP rating.                   EXP rating.   
NR - 50 W, 230V AC input direct to light. NT - 50 W, 230V AC input direct to light.
       IP rating.           FP rating.
           
NM - 80 W, 120V AC input direct to light. HM - 80 W, 120V AC input direct to light. 
        WP rating.             EXP rating.
N1 - 80 W, 230V AC input direct to light. EA - 80 W, 230V AC input direct to light. 
       IP rating.                   FP rating.

  Separate Transformer / Power Supply Models   
   

NB- 80 W, WP light with separate 120V AC       NN - 50 W, EXP light with separate 120V AC
       input power supply.          input power supply.
N9- 80 W, IP light with separate 230V AC   NG - 50 W, FP light with separate 230V AC 
      input power supply.          input power supply.
         
    ND - 80 W, EXP light with separate 120V AC
            AC input power supply.
    N6 - 80 W, FP light with separate 230V AC
            input power supply.

BUNDLE SHEATHING MATERIAL
S = 304 SS Sheathing
P = Polyolefin Sheathing Over 304 SS
See note 4.

POWER SUPPLIES
Weather proof Light /IP Models  
(NB/N9) 80 Watt WP/IP Lights w/Separate Power Supply
9 - NEMA 4X / IP66 power supply with switch.
     User supplies 120V AC (WP Models) or 230V AC (IP Models).
0 - NEMA unrated / IP00 bare transformer. User supplies 120V AC 
     (WP Models) or 230V AC (IP Models). 

(NL/NR) 50 Watt WP/IP Lights with Integral Transformer
U -  Customer supplies ON/OFF switch.

(NM/N1) 80 Watt Toroidal WP/IP Lights w/ Integral Transformer
U - Customer supplies ON/OFF switch.
J - NEMA 4X / IP66 enclosure with switch. 120V AC input.
P - NEMA 4X / IP66 enclosure with switch. 230V AC input.

BUNDLE SELECTION
7 - Single Leg Bundle with one 90° Bend at End.  
     205° C Max at Tip.            

BUNDLE LENGTH
0 - 12” Rigid Bundle 
1 - 24” Flex Bundle
2 - 36”  Flex Bundle 
3 - 48”  Flex Bundle
4 - 60”  Flex Bundle
5 - 72”  Flex Bundle
8 - 96”  Flex Bundle
A - 120”  Flex Bundle
C - 144”  Flex Bundle

JM Canty Inc         |   Buffalo, NY USA   |     Ph: (716) 625 4227         |    Fax:  (716) 625 4228
JM Canty Intl Ltd  |   Dublin, Ireland       |     Ph: + 353 (01) 882 9621          |    Fax: +353 (01) 882 9622

Notes : 
1) Vessel lighting diameter, depth specifications provided are a general guideline for 
stainless steel tanks with 30°  normal beam conical light output option. For blue glass lined 
reactors, which will absorb visible wavelengths of light, a derating factor of 0.7 is recommended.

2) All Explosion Proof lights are rated for use in Class I, Div. 1, Groups B, C and D, Class II,
Div. 1, Groups E, F & G as well as NEMA 4 locations. Power supply ratings vary with model.

3) All Flame Proof lights are approved for use in EExd II C T6 and IP 66 locations.

4) For all models, bundle end fittings are 304L SS for light collector, emitter.

5) Explosion proof power supply enclosures are rated use in Class I, Div. 1, Groups C and D, Class II, Div. 1,
Groups E, F & G locations. 
 

Explosion proof / Flame proof Light Models
(ND/N6) 80 Watt EXP/FP Lights w/ Separate Power Supply
J -  Explosion proof power supply. 120V AC input. 
      See note 5.
N - NEMA unrated / IP00 bare transformer. User 
      supplies 120V AC (EXP Models) or 230V AC 
      (FP Models). 

(HM/EA) 80 Watt Toroidal EXP/FP Lights w/Integral Trans.
U - Customer supplies ON/OFF switch.

(NN/NG) 50 Watt EXP/FP Lights w/ Separate Power Supply
N - NEMA unrated / IP00 bare transformer. User 
      supplies 120V AC (EXP Models) or 230V AC 
      (FP Models).
H - No power supply. User supplies 12V AC or 12V DC,    
      50W (min.) source.

(NC/NT) 50 Watt EXP/FP Lights with Integral Transformer
U - Customer supplies ON/OFF switch.

Mounting Brackets - Required to Mount Light to New or Existing Sight Glass. Sold Separately. 
12” Fiber Optic Bundle Bracket Options
LC4305-33    2” - 8”, 150 # ANSI Sight Glass Mt.

24” and Larger Fiber Optic Bundle Bracket Options 
LC4305-60    Universal Flanged Sight Glass Mt. Bkt.
LC4305-42    2” - 6” Canty Tri-Clamp® Sight Glasses, 
        3” - 8” Flush Canty Tri-Clamp® Sight Glasses
Consult factory for additional models.

Ordering Information

HOW TO ORDER: Select the appropriate symbols and build a part number as shown:
EXAMPLE:      H M  U  7  0  S

Document P/N: TA10836-1 Rev. 3
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  LIGHT SOURCE SELECTION

All registered trademarks are the property of their respective owners.

WP = Weather Proof
EXP = Explosion Proof
FP = Flame Proof 
IP = Ingress Protection



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


